Maine State Library

Digital Maine
Transportation Documents

Transportation

3-28-2011

Special Provision, Section 656 : Temporary Soil Erosion and Water
Pollution Control, March 28, 2011
Maine Department of Transportation

Follow this and additional works at: https://digitalmaine.com/mdot_docs

Recommended Citation
Maine Department of Transportation, "Special Provision, Section 656 : Temporary Soil Erosion and Water
Pollution Control, March 28, 2011" (2011). Transportation Documents. 2386.
https://digitalmaine.com/mdot_docs/2386

This Text is brought to you for free and open access by the Transportation at Digital Maine. It has been accepted
for inclusion in Transportation Documents by an authorized administrator of Digital Maine. For more information,
please contact statedocs@maine.gov.

Falmouth-Portland
16731.00
03/28/11

SPECIAL PROVISION
SECTION 656
Temporary Soil Erosion and Water Pollution Control

The following is added to Section 656 regarding Project Specific Information and Requirements.
All references to the Maine Department of Transportation Best Management Practices for
Erosion and Sedimentation Control (a.k.a. Best Management Practices manual or BMP Manual)
are a reference to the latest revision of said manual. The latest version is dated "February 2008”
and is available at:
http://www.maine.gov/mdot/environmental-office-homepage/surface-water-resources.php
Procedures specified shall be according to the BMP Manual unless stated otherwise.
Project Specific Information and Requirements
The following information and requirements apply specifically to this Project. The temporary
soil erosion and water pollution control measures associated with this work shall be addressed in
the Soil Erosion and Water Pollution Control Plan (SEWPCP.)
1. Newly disturbed earth shall be mulched by the end of each workday. Mulch shall be
maintained on a daily basis.
2. The SEWPCP shall describe the location and method of temporary erosion and sediment
control for existing and proposed catch basins, outlet areas and culvert inlets and outlets.
3. If water is flowing within the drainage system, the water shall be diverted to a stable
area or conduit and work shall be conducted in the dry. The Contractor’s plan shall
address when and where the diversions will be necessary.
4. Dust control items other than those under Standard Specification 637, if applicable, shall
be included in the plan.
5. Permanent slope stabilization measures shall be applied within one week of the last soil
disturbance. Temporary slope stabilization is required on a daily basis.
6. Permanent seeding shall be done in accordance with Special Provision, Section 618,
Seeding unless the Contract states otherwise.
7. Culvert inlet and outlet protection shall be installed within 48 hours of culvert
installation, or prior to a storm event, whichever is sooner.
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8. Temporary winter stabilization must be used between November 1st and April 1st or
outside of that time period if the ground is frozen or snow covered. Temporary winter
stabilization involves, at a minimum, covering all disturbed soils and seeded ground that
is not Acceptable Work with an approved method. If temporary winter stabilization
practices are used then spring procedures for permanent stabilization shall also be
described in the SEWPCP. Use of these methods for over-winter temporary erosion
control will be incidental to the contract and be paid for as part of Pay Item 656.75.
9. Demolition debris (including debris from wearing surface removal, saw cut slurry, dust,
concrete debris, etc.) shall be contained and shall not be allowed to discharge to any
resource. All demolition debris shall be disposed of in accordance with Standard
Specifications, Section 202.03, Removing Existing Superstructure, Structural Concrete,
Railings, Curbs, Sidewalks and Bridges. Containment and disposal of demolition debris
shall be addressed in the Contractor's SEWPCP.
10. If a cofferdam sedimentation basin is used, it shall be located in an upland area where the
water can settle and sink into the ground or be released slowly to the resource in a
manner that will not cause erosion. The location of such a cofferdam sedimentation basin
shall be addressed in the SEWPCP.
11. Prior to release to a natural resource, any impounded water that has been in contact with
concrete placed during construction must have a pH between 7.0 and 8.5, must be within
one pH unit of the background pH level of the resource and shall have a turbidity no
greater than the receiving resource. This requirement is applicable to concrete that is
placed or spilled (including leakage from forms) as well as indirect contact via tools or
equipment. Water not meeting release criteria shall be addressed in the SEWPCP.
Discharging impounded water to the stream must take place in a manner that does not
disturb the stream bottom or cause erosion.
12. The Contractor shall be responsible for monitoring pH with a calibrated meter accurate to
0.1 units. A record of pH measurements shall be kept in the Environmental
Coordinator’s log (Section 656.4.4.)
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